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SMALL BLOCK FORD SUPERCHARGER KIT NOTES:

1. NOT COMPATIBLE WITH GENERATOR EQUIPPED VEHICLES.

2. NOT COMPATIBLE WITH AIR CONDITIONING.

3. THROTTLE LINKAGE COMPATIBLE WITH 64-68 MUSTANGS ONLY.
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3 BOLT DAMPER
(Use Supplied Spacer)
Use 3/8-16 x 2.5” Screws

(No Crank Pulley Spacer)
Use 3/8-16 x 1.5” Screws

(OTHER VEHICLES/YEARS WILL NEED CUSTOM THROTTLE LINKAGE CONSTRUCTION)
4. CARBURETOR ENCLOSURE IS COMPATIBLE WITH "SMALL" DIAMETER DISTRIBUTOR CAP ONLY.

5. SUPPLIED AIR FILTER MAY NOT WORK WITH TALL VALVE COVERS.

DRIVER SIDE SPECIFIC SUPERCHARGER MOUNT NOTES:
1. NOT COMPATIBLE WITH POWER STEERING PUMP MOUNTING.

PASSENGER SIDE SPECIFIC SUPERCHARGER MOUNTING NOTES:

1. REQUIRES BATTERY RELOCATION IN 67-68 MUSTANGS & 63-65 FALCON/COMET.
2. BRACKETRY SET UP TO ACCEPT FORD ALTERNATORS ONLY (3" MOUNTING SHOULDER]



